Installing onto existing walls
1. Select a wall/s you would like to apply the product to. It is recommended that it be applied
to walls that face inwards rather than those that face outwards.

Panels on walls that face inwards IS recommended

It is NOT recommended on walls that face
outwards

2. Make sure your wall surface is clean and dust free.
3. Take note of any existing trimmings that are on your wall (ie. skirting‐boards, architraves
etc.).
4. Remove the skirting‐board on the wall that you are wanting to apply the panels to. Try to
keep it intact so you can replace it later or source a similar product that you can replace it
with.

5. Use a packer of the same thickness of your panels (16mm) and with the same height of your
skirting, nail fix it where your skirting board was.
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6. Locate the studs in your wall with a stud finder and mark these locations on the packer
you’ve just installed. This will help you with fixing the panels onto the wall a little later.

7. Measure the distance between your architrave (X) and the packer you’ve just installed. You
will need to cut your panels down to this size with a circular saw. Allow for a 5mm gap for
easy installation.
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Note: You will notice two different edge finishes on the panel. One side should have a grove down it,
where the other does not. The side with the groove should always be on the right.

8. Once the height of the panel has been cut to size (X – 5mm), run a 10mm router groove
down the top and bottom edge of the panel.
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9. Using Sikaflex adhesive, apply liberally to the back of the panel. Make sure there is a line of
Sikaflex around the edges of the panel. Line your panel up with your spacer and press it into
the wall. Apply even pressure.

10. Use a nail gun and at the locations where you’ve marked your studs, skew nail a few in at
the top, bottom and middle to hold the panel in place until the Sikaflex dries. Try to conceal
the fixings as best you can by nailing in at an angle at corners or from the top or bottom of
the panel. In instances where you are installing more than the height of one panel, it is
recommended that you use the Sikaflex, but instead of nailing, drill a countersink hole into
the panel and screw fix it to the wall at a stud. Patch this up with wood putty and sandpaper
the surface when dried.
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11. Repeat steps 7‐10 for the other panels.
12. The last panel will require you to measure the remaining space and cutting the panel down
to fit. You should leave a 5mm allowance top and bottom so the panel will fit in easily. Fix it
in the same manner as you have in steps 7‐10.

13. Replace the skirting‐board with the one you removed earlier. If this is damaged from the
removal process, source one that is similar.

14. Give your wall a lick of paint. Two coats of Resene paint are recommended. Use a brush to
get into all the cut‐out crevices and go over this with a roller. Repeat the process.

5

Installing onto existing walls with a negative detail
1. Make sure your wall surface is clean and dust free.
2. Locate the studs in your wall with a stud finder and mark these locations on your wall with a
pencil.
3. If you have existing trimmings and skirting boards, it is recommended that instead of butting
the panels right up against these, that you create a feature wall with a top and bottom
negative detail for a better finish. To do this, mark down from the coving and up from the
skirting board an equal distance. It is recommended you use a distance between 50‐150mm.

4. Take note of the distance in‐between those distances that you’ve allowed for the negative
detail. Cut down your panels using a circular saw to that size.
5. Use a spacer that is the same height that you’ve allowed for the negative detail, as a guide
to keeping the panels in line.
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Note: You will notice two different edge finishes on the panel. One side should have a grove down it,
where the other does not. The side with the groove should always be on the right.

6. Using Sikaflex adhesive, apply liberally to the back of the panel. Make sure there is a line of
Sikaflex around the edges of the panel. Line your panel up with your spacer and press it into
the wall. Apply even pressure.
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7. Use a nail gun and at the locations where you’ve marked your studs, skew nail a few in at
the top, bottom and middle to hold the panel in place until the Sikaflex dries. Try to conceal
the fixings as best you can by nailing in at an angle at corners or from the top or bottom of
the panel. In instances where you are installing more than the height of one panel, it is
recommended that you use the Sikaflex, but instead of nailing, drill a countersink hole into
the panel and screw fix it to the wall at a stud. Patch this up with wood putty and sandpaper
the surface when dried.

8. Repeat steps 6‐8 for the other panels.

9. The last panel will require you to measure the remaining space and cutting the panel down
to fit. You should leave a 5mm allowance so the panel will fit in easily. Fix it the same
manner as you have in steps 6‐8.
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10. Give your wall a lick of paint. Two coats of Resene paint are recommended. Use a brush to
get into all the cut‐out crevices and go over this with a roller. Repeat the process.
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Installing onto newly built walls
1. When installing Rossini wall panels to new walls, the best way to approach it would be to
space your studs at 600mm centers. To maximise the surface area you have to fix the wall
panels to, turn every second stud on its length.

Suggested stud configuration in plan

2. Plaster ceilings and walls, leaving the Rossini panelling till last.

3. Measure your wall making sure the height of the wall corresponds with the panel height.
Give about a 5mm allowance so the panel fits in without too much trouble. Trim the panel
with a circular saw if necessary.
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Note: You will notice two different edge finishes on the panel. One side should have a grove down it,
where the other does not. The side with the groove should always be on the right.

4. Apply Liquid Nails adhesive liberally to the studs where the first panel will be placed. Press it
firmly into place.
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5. Using a nail gun, strategically skew nail the panel in place as best you can to conceal the nail.
This should be done at corners where possible. In instances where you are installing more
than the height of one panel, it is recommended that you use Liquid Nails, but instead of
nailing, drill a countersink hole into the panel and screw fix it to the stud. Patch this up with
wood putty and sandpaper the surface when dried.

6. Along the grooved edge on the right, skew nails in at approximately 300mm centers.
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7. Repeat steps 3‐6 for the next few panels.

8. The last panel may require some measurement to fit within the cavity. Allow for 5mm
tolerance top and side for it to fit in easily. Cut to size using a circular saw and repeat the
adhesive & nailing process.

9. Finish the room by installing your trimmings (architrave, skirting boards..etc). Give your
panels a lick of paint. Two coats of Resene paint are recommended. Use a brush to get into
all the cut‐out crevices and go over this with a roller. Repeat the process.
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